General Guidelines For Booths And Vendors
Fort McDowell Yavapai Nation
Orme Dam Days Celebration

Generators shall comply with the following:

Generators shall not be refueled when the engine is running or hot and shall be performed at
least twenty (20) feet from tents, canopies, and membrane structures.

Fuel shall be stored outside in an approved manner not less than 20 feet from tents,
stands/booths or membrane structures.

All fuel containers must be an approved self-closing container no more than 5 gallons.

Shall protect the general public by physical means.

Shall not be operated inside a structure or enclosed tent.

Shall not be placed near an exit or in an exit path.

A minimum of a 2A: 10 BC fire extinguisher shall be within 10 feet of all generators.

Extension cord use shall comply with the following:

Extension cords shall be used ONLY with portable appliances.

Extension cords shall be plugged directly into an approved receptacle and shall serve only
ONE portable appliance unless designed by the manufacturer to support more than one plug
or used in conjunction with an approved outdoor surge protector.

Extension cords shall NOT be affixed to structures, extended through walls, ceilings or
floors, under doors or floor coverings nor shall such cords be subject to environmental
damage or physical impact.

Physical trip hazard protection is required in public areas with foot traffic.

The ampacity and conductor size of an extension cord shall comply with the following:

The ampacity of the extension cords shall NOT be less than the rated capacity of the portable
appliance supplied by the cord. The minimum required rating is 15 amps.

Extension cords shall be a minimum of a 16 gauge, three conductor size with polarized or
grounded plug and receptacle.

Compressed Gas Cylinders:

Compressed gas containers, cylinders and tanks shall be secured to prevent falling caused by
contact, vibration or seismic activity. Securing of compressed gas containers, cylinders and
tanks shall be by one of the following methods:

Securing containers, cylinders and tanks to a fixed object with one or more restraints.
Securing containers, cylinders and tanks on a cart or other mobile device designed

for the movement of compressed gas containers, cylinders or tanks.

Containers, cylinders or tanks, if dislodged, do not obstruct the required means of

egress.

Securing of compressed gas containers, cylinders and tanks to or within a rack, framework,
cabinet or similar assembly designed for such use.
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LP Gas Cylinders:

*  Only D.O.T.-approved portable LP-gas, propane, natural gas, and butane cylinders shall be
used. Cylinders shall be in good condition, properly labeled, and without dents or corrosion.

* Flammable gas cylinders shall be located and stored outside of tents, canopies, membrane
structures, and food booths. Unless listed to be installed as a component of the appliance (e.g.
cassette fuel), gas cylinders shall be located a minimum of five (5) feet from cooking and
heating appliances.

* Cylinders shall be located in areas not accessible to the public and at least ten (10) feet from
all structures, exits, and exit pathways.

* Compressed gas cylinders shall be secured in the upright position and prevented from falling,
tipping, and tampering.

* Flammable-gas-fueled appliances shall be equipped with a shut-off valve located on the
storage cylinder and a shut-off valve located on the appliance.

* An Underwriters Laboratories (UL)-approved pressure regulator shall be installed on the fuel
supply hose between the storage cylinder and the appliance. The regulator shall be installed
as close as possible to the storage cylinder.

GUIDELINES FOR FOOD VENDORS WITH TENTS, CANOPIES, MEMBRANE
STRUCTURES

A complete listing of all food and beverages to be sold during the event is to be enclosed with the
application, as well as cooking and food holding equipment. Make sure you provide a list of all
people who will be working with in your booth; everyone is required to have a food handler’s card.

Food vendors shall be inspected on site by Health Inspectors.

Location.

Tents or membrane structures shall not be located within 20 feet (6096 mm) of lot lines, buildings,
parked vehicles or internal combustion engines. For the purpose of determining required distances,
support ropes and guy wires shall be considered as part of the temporary membrane structure or tent.

2404.5 Combustible materials.

Hay, straw, shavings or similar combustible materials shall not be located within any tent, canopy or
membrane structure containing an assembly occupancy, except the materials necessary for the daily
feeding and care of animals. Sawdust and shavings utilized for a public performance or exhibit shall
not be prohibited provided the saw-dust and shavings are kept damp. Combustible materials shall not
be permitted under stands or seats at any time. The areas within and adjacent to the tent or air-
supported structure shall be maintained clear of all combustible materials or vegetation that could
create a fire hazard within 20 feet (6096 mm) from the structure. Combustible trash shall be removed
at least once a day from the structure during the period the structure is occupied by the public.
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2404.12 Portable fire extinguishers.
Portable fire extinguishers shall be provided as
required by Section 906.

Food Vendors using deep frying (greater than
three (3) inches in depth) shall possess a
minimum of one 2 Y4 gallon Type K fire
extinguisher. The Type K extinguisher shall be
located no more than 30 feet from the cooking
location.

2404.15 Heating and cooking equipment.
Heating and cooking equipment shall be in
accordance with this section.

2404.15.1 Installation.

Heating or cooking equipment, tanks, piping, hoses, fittings, valves, tubing and other related
components shall be installed as specified in the International Mechanical Code and the International
Fuel Gas Code, and shall be approved by the fire code official.

2404.15.3 Location.
Cooking and heating equipment shall not be located within 10 feet (3048 mm) of exits or
combustible materials.

2404.15.4 Operations.
Operations such as warming of foods, cooking demonstrations and similar operations that use solid
flammables, butane or other similar devices which do not pose an ignition hazard, shall be approved.

2404.15.5 Cooking tents.
Tents where cooking is performed shall be separated from other tents, canopies or membrane
structures by a minimum of 20 feet (6096 mm).

2404.16.1 General.
LP-gas equipment such as tanks, piping, hoses, fittings, valves, tubing and other related components
shall be approved and in accordance with Chapter 38 and with the International Fuel Gas Code.

2404.16.2 Location of containers.
LP-gas containers shall be located outside. Safety release valves shall be pointed away
from the tent, canopy or membrane structure.

2404.17.1 Use.
Flammable-liquid-fueled equipment shall not be used in tents, canopies or membrane
structures.



